The Lambda-Sensor-Catalyst

In order to achieve the very low emission limit values required in the future using 3-way-catalysts, quick and precise Lambda control will be needed to increase cold-start efficiency and ensure low emission levels.
A new METALIT® with integrated Lambda-Sensor

Emitec has developed a new Metalit substrate that can accommodate lambda and OBD sensors. The advantages of this new type of series substrate are further enhanced by the application of turbulent metal foils with an LS and/or PE structure. The substrate also offers the option of integrating temperature or NOx sensors.

**Advantages of the Lambda-Sensor-Catalyst**

The classic position of the control sensor is in front of the catalyst. During the cold start phase there is often condensation in the exhaust system. Due to this fact the “sensor heating” is delayed which increases the time required for closed loop control.

**Advantages of installation in the catalyst:**

- No risk of sensor destruction by “water shock”
- Improved closed loop Lambda control during cold start via higher heating level and therefore emission advantages
- Fitted closer to engine = faster operational temperature achieved
Emitec has developed a new Metalit® substrate that can accommodate lambda and OBD sensors. The advantages of this new type of series substrate are further enhanced by the application of turbulent metal foils with an LS and/or PE structure. The substrate also offers the option of integrating temperature or NOx sensors.

Success through Innovation

Lambda Sensor Catalyst used to achieve low emissions, particularly when cold starting – fast and efficient closed loop control.

Further advantages:

To fulfill OBD requirements the function of the catalyst system is usually verified by installation of the sensor between two substrates. By integrating the sensor in the catalyst the effect is:
- Single substrate system instead of two substrates
- Lower installation space requirement
- Fewer joints and lower costs
- Substrate volume to be monitored can be chosen freely

For further information contact Emitec.

Diagram 5a): Usual positions of control and OBD-sensors with two substrates;
5b and c): Arrangement of the OBD-sensor in a single substrate system and integration of both sensors in the substrate.
Germany (headquarters):
Emitec
Gesellschaft für Emissionstechnologie mbH
Hauptstrasse 128
D-53797 Lohmar
Telephone: +49 2246 109 0
Facsimile: +49 2246 109 109

France:
Emitec France S.A.S
ZI de Faulquemont
Avenue Jean Monnet
57380 Faulquemont
Telephone: +33 387819 000
Facsimile: +33 387819 195

USA:
Emitec Inc.
3943 W. Hamlin Road
Rochester Hills, Michigan 48309
Telephone: +1 248 276 6430
Facsimile: +1 248 276 6431

India:
Emitec Emission Control Technologies
India Pvt. Ltd.
Survey No. 275 Et 282 (Part)
Village Maan, Taluka Mulshi
Pune 411 057
Telephone: +91 20 3911 4800
Facsimile: +91 20 3911 4999

China:
EMITEC Emission Treatment System (Shanghai) Co.,Ltd
Room B, 6th Floor, No. 26 Building
No. 1000 Jinhai Road
Jinqiao Export Processing Zone
Pudong 201206 Shanghai
Telephone: +86 21 5055 0567
Facsimile: +86 21 5055 0568

Japan:
Emitec Japan K.K.
Cedar Shibaura 4 F
3-13-16 Shibaura, Minato-ku
Tokyo 108-0023
Telephone: +81 35 418 6066
Facsimile: +81 35 418 6080

South Korea:
Emitec Korea Inc.
Room No. 817/818, Dongmoon Tower-II,
358-25, Hosu-Ro, Ilsandong-gu
Goyang-si, Gyeonggi-do, 410-704
Telephone: +82 31 902 9490
Facsimile: +82 31 902 9493

Our latest publications and leaflets as well as further information on Emitec can be found on
www.emitec.com

Status: November 2013